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PRODUCTING PIANTS: Long Beach, Antioch, Seatile, Jacksonville and Delanco,

Core Formula: (Pounds per MSF) E_;;g_h Antioch Seattle ﬁgﬁﬁi@ Delanco
Board Stueco  (S-1,S-2) 1000-1150 1000-1150 10001150 1050-1200 1050-1200
Paper Fiber (B-G-1) 6-10 6-10 610 6-10 6-10
Glass Fiber (B-G-1) 2,9-3.1 2.93.1 2,%3,1 2,%3,1 2,93.1
Vermiculite Ore (B-G-1) 51-55 51-55 5155 51-55 51-55
Starch (RM-B-11} 5-7.3 5-7.3 5-7.3  5-7.3 5-7.3
Dextrose (RM-B-3) 0-1 0-1 0-1 o-1 01
Foaming Agent (B-G-1) 0.1-0.7 0.1-0.7 0,1-0.7 0,1-0.7 0,1-0,7
1ignin (B-G-1) 0-1.5 0-1,5 0-3.0 0-1.5 0-3.0
End Trim {B-G-1) 20-35 20-35 25-35 20-35 R0-35
Potassium

Sulfate (B-G-1) 0.5-2.0 0.2-1.5 0.,5-2,0 0.5-2.0 0.5-2.0
Hydrated Lime (RM-P-3) 0-0.5 0-0.5 0-0.5 0-0.5 0-0,5

Paper Liners: Manile Face Paper and Greyback Back Paper (RM-B-1)

Rgfetho Prgcess Bulletin B-G-2 for General Specificetions

1, Slurry Setting Timé, minutes 1,5 to 4
2. Wet Slurry Weight (Pounds per c.f.) 73 -~ 82
3, Wet Compressive Strength, psi 325 - 500
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ASTM C36 CANCELS: B-oA

e M 41/@(0@5 DATE: 1/15/69

FRODUCT SPECIFICATIONS:
Refer to Product Bulletin B-G-4 for General Specificatians,

ALL PLANTS
Wet Weight {Lbs/MSF) 2150-2400
Dry Weight (Lbs,MSF) 1450-1550, 1500 average
Eveporetion Loss {Lbs/MsF) 680-865
Thickness - Average {inch) .360- 385
Thickpess - Individual reading (inch) 4 .010 from average
FEdge Hardness at Take-Off (Lbe) 10 minimum, 18 meximum, 14 &veragsd
End Peel after Sawing (ineh) 1/8 maximum
Flexurel Strength, minimum Deflextion et Break, min.
Across grain (Lbs) 100 0.3% inch
Parallel (Lbs) 34 0;25 inch
Punch Text {Lbs) 800-1300
Modulus of Rupture _— —_—
Twist Test
Face (inch) 1/2
Back {ineh) 1/2
Rapid High Humidity, maximum peel
Fece {inch) /2
Back {inch) /2
Hammer Loss Test, decigrams
Individual Test, maximum —mmee 5.0
Face Printing shall read: 3/8" NULL-A-FIRE TYPE X KAISER

STV X AJAT HUTA-V-TION u8/€
NOTE: Do NOT use U, L, bundling tape on 3/8" Null-A-Fire,
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